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BCC

Filter
Model
Number
Selection

BCCColdClear® BCC300 Series

Stage 1 Cartridge: BCC39QPRE

Stage 2 & 3 Cartridges: BCC39QPOL
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Replacement 
Cartridges

BOX 1 BOX 2 BOX 3 BOX 4

Filter Series Seals Inlet Porting Outlet Porting

BCC300 V = Viton®

P24 = 1½" NPT P24 = 1½" NPT

P32 = 2" NPT P32 = 2" NPT

F32 =
SAE 4-bolt flange 
code 61

F32 = SAE 4-bolt flange 
code 61

BOX 5 BOX 6

Dirt Alarm® Test Points 

Omit = None Omit = None

D5 = Visual Pop-up UU = Test Points in all housings

D5C = Visual Pop-up in cap

DPG = Differential Pressure Gage

MS10 = Electrical w/ DIN connector 
(male end only)

How to Build a Valid Model Number for a Schroeder BCC300:
BOX 1 BOX 2 BOX 3 BOX 4 BOX 5 BOX 6

BCC300 – – – – –
Example: NOTE: One option per box

BOX 1 BOX 2 BOX 3 BOX 4 BOX 5 BOX 6

BCC300 – V – P32 – P32 – D5C – UU = BCC300VP32P32D5CUU

NOTES:

	 Box 2. Viton® is a registered trademark of DuPont Dow Elastomers

BCC
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